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Version 1 Standard Detail Drawing 8D22 January 13, 2017 

Driveways without Curb & Gutter Resurfacing Projects Rural 

References: 

Guide for the Geometric Design of Driveways, NCHRP Report 659, Transportation Research Board 
FDM 11-20-10 Driveways 

Bid items associated with this drawing: 

ITEM NUMBER DESCRIPTION UNIT 

204.0110 Removing Asphaltic Surface ............................................................................... SY 
204.0120 Removing Asphaltic Surface Milling.................................................................... SY 
305.0120 Base Aggregate Dense 1 ¼-inch ....................................................................... Ton 
465.0120 Asphaltic Surface Driveways and Field Entrances ............................................ Ton 

Standardized Special Provisions associated with this drawing: 

STSP NUMBER TITLE 

NONE 

Other SDDs associated with this drawing: 

SDD 8d21 Driveways without Curb & Gutter 

Design Notes: 

Label driveway widths and locations on the Plan and Profile Sheets. 

Label elevations, offsets and percent grades on Cross Sections. 

Contact Person: 

Mark Zander (608) 267-7327  
 

https://wisconsindot.gov/rdwy/fdm/fd-11-20.pdf#fd11-20-10
https://wisconsindot.gov/rdwy/sdd/sd-08d21.pdf#sd8d21
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